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SUPPLY AND INSTALL
250mmØ CATCH BASIN LEAD

REINSTATE ASPHALT, CONCRETE BASE
AND GRANULAR TO MATCH EXISTING
DEPTHS OR AS SPECIFIED IN DIVISION 4.
PROVIDE STEP CONNECTION TO
EXISTING ASPHALT PER CC-223 (TYPICAL)

PROPOSED SIDEWALK
SPOT REPAIR C/W
TACTILE INDICATORS
EXISTING RADIUS = 6.5m

B8-3-57

CORE INTO EXISTING STORM
MAINTENENCE HOLE AND
PROVIDE BENCHING TO SUIT
INV=57.080m

PROPOSED SIDEWALK
SPOT REPAIR C/W
TACTILE INDICATORS
EXISTING RADIUS = 5.0m

INSULATE CATCH BASIN
LEAD AS PER CC-405.
(TYPICAL SEE NOTE 12)

CB1 AND CB2 ARE WITHIN CLOSE PROXIMITY TO
THE EXISTING 1050mmØ CPP GRAVITY FEED
RAW WATER INTAKE. CONTRACTOR SHALL
PROCEED WITH EXTREME CAUTION.  ANY
EXCAVATION IN THE VICINITY OF THE INTAKE IS
TO BE COMPLETED BY HAND OR HYDROVAC.
CITY WATERWORKS REPRESENTATIVE MUST BE
PRESENT DURING EXCAVATION AND BACKFILL

REMOVE AND REPLACE
EXISTING CB1, CB2 AND
LEADS C/W RESTORATION
(TYPICAL X2)

CB3CB2

CB1

MH101

REMOVE AND REPLACE
EXISTING CB1  AND
LEAD C/W RESTORATION

SUPPLY AND INSTALL
NEW CB4 AND LEAD
C/W RESTORATION

MILL AND RE-PAVE 50mm OF
EXISTING ASPHALT. MAINTAIN
RIVERSIDE DRIVE ROAD CROWN
THROUGH INTERSECTION AND
PROVIDE POSITIVE DRAINAGE
TO CATCH BASINS (TYPICAL)

NEW 450mmØ
STORM SEWER
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B8-3-14

CB4

B8-3-13

RIVERDALE AVENUE SEWER NETWORK IMPROVEMENTS
QUEEN ST. TO SECOND ST.

SCALE 1:250

INFRASTRUCTURE AND MUNICIPAL WORKS
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